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題

名 
WPAK テーピング仕様変更 情報分類 梱包仕様変更 

対象ロット等
適

用

製

品 

WPAK 外形一部製品 
（2500pcs/reel 仕様の WPAK 品）  

関連資料  

WPAKのテーピング仕様を変更させて頂きます。 

 

１．変更内容 

  1.1 リーダーテープの寸法を 360mm 以上から 150mm 以上に変更します。 

   1.2 トレイルテープの寸法を 500mm 以上から 150mm 以上に変更します。 

  詳細は、4.テーピング仕様を参照ください。 

 

２．変更日程 

 2010 年12 月生産分より暫時切替予定です。 

尚、切替に関しましては、製品在庫の都合により、新旧仕様品が前後して出荷される場合も 

あります。予め御了承下さい。 

 

３．目的 

  テーピング仕様標準化のため。 

 

４．テーピング仕様 

  4.1 リーダテープ仕様 

 

 

 

 

 

    4.2 トレイルテープ仕様 
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リール側 引き出し側 

150mm以上 

230 to 360 mm 
(カバーテープ) 

リール側 
引き出し側 

150mm以上 
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５．その他 

本変更による、 大定格、電気的特性、外形図等の変更はありません。 

 

６．対象製品：WPAK外形の一部製品 (2500pcs/reel仕様のWPAK品) 

   HAT1101WP, HAT1107WP, HAT2195WP, HAT2197WP, HAT2198WP, HAT2199WP, HAT2200WP,  

    HAT2201WP, HAT2209WP, HAT2210WP, HAT2211WP, HAT2244WP, HAT2285WP, HAT2087WP,  

    HAT2089WP, HAT2183WP, HAT2184WP, HAT2185WP, HAT2187WP, HAT2188WP, HAT2189WP,  

    HAT2191WP, HAT2192WP, HAT2193WP, HAT2287WP, HAT2299WP 

    RJK0316DPA, RJK0317DPA, RJK0346DPA, RJK0348DPA, RJK0349DPA, RJK0351DPA, 

    RJK0353DPA, RJK0355DPA, RJK0356DPA, RJK0358DPA, RJK0360DPA, RJK0364DPA, 

    RJK0365DPA, RJK0366DPA, RJK0368DPA, RJK0380DPA-02, RJK0382DPA, RJK0389DPA-02,  

RJK1555DPA, RJK1557DPA, RJK2055DPA, RJK2057DPA, RJK2555DPA, RJK2557DPA 

 

上記型名は基本型名を示します。ここから派生する特別仕様型名も対象となります。 

 

 

 


